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Deksel VEVP2[4VEVP2]4606617
Rondel[RO8]-49
  ISO 2009 - M8 x 90414
  DIN 934 - M8416
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Form element V2 polished concrete
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Tolerance table acc. ISO 2768-1 medium

Tolerance

NOMINAL DIMENSION

0.5 to 6
above
6 to 30

±0.1 ±0.2 ±0.3 ±0.5 ±0.8

above
30 to 120

above
120 to 400

above
400 to 1000

X.X  = Inspection Dimension

Tolerances :
Dimensions releated to roll forming according EN 10162.
Other dimensions according ISO 2768 medium

NOT FOR PRODUCTION

ISO 2768-1 (see table)

Material thickness: ±10%

Tolerance table acc. ISO 2768-1 coarse

Tolerance

NOMINAL DIMENSION

0.5 to 6
above
6 to 30

±0.2 ±0.5 ±0.8 ±1.2 ±2

above
30 to 120

above
120 to 400

above
400 to 1000

Tolerance table acc. ISO 2768-1 coarse

Tolerance

NOMINAL DIMENSION

0.5 to 6
above
6 to 30

±0.2 ±0.5 ±0.8 ±1.2 ±2

above
30 to 120

above
120 to 400

above
400 to 1000

above
1000 to 2000
±3

above
2000 to 4000
±4

above
4000 to 9000
±5

Ref. Treatment
0---.--- untreated
HD---.--- hot-dip

Monteer de schroef in de isomo plaat.
Plaats de rondsel over de schroef.
Leg 1 druppel Locktite 243 naast de rondsel.
Draai de moer aan tot de kop van de schroef 2mm onder het niveau van de isomo zit.
Doe dit voor alle schroeven.
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