
Voor bevestiging tegen de wand en hangsteun.

 Max. belasting (in daN)
HDWKML100 295
HDWKML200 338
HDWKML300 325
HDWKML400 400
HDWKML500 355
HDWKML600 310

Artikel
 

mm
 

mm
 

mm
 

mm kg/stk Eenh.
HDWKML100 125 117 0,277 12 STK
HDWKML200 125 217 0,438 12 STK
HDWKML300 125 317 0,706 12 STK
HDWKML400 133,5 417 0,936 6 STK
HDWKML500 133,5 517 1,130 6 STK
HDWKML600 133,5 617 1,326 6 STK
HDWKML100_V1 125 117 0,277 12 STK
HDWKML200_V1 125 217 0,438 12 STK
HDWKML300_V1 125 317 0,706 12 STK
HDWKML400_V1 133,5 417 0,936 6 STK
HDWKML500_V1 133,5 517 1,130 6 STK
HDWKML600_V1 133,5 617 1,326 6 STK

Max. Belasting (in daN): Gelijkmatig verdeeld over de volledige breedte.

HDWKML
Gelaste wandconsole

PRODUCT DATASHEET

 

atkore.com/vergokan Vergokan (2025-10-24) - Montagesystemen - Vergokansales@atkore.com -
Vergokanexport@atkore.com - www.vergokan.com

https://atkore.com/vergokan
mailto:Vergokansales@atkore.com
mailto:Vergokanexport@atkore.com
http://www.vergokan.com

	HDWKML
	Gelaste wandconsole


